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Protection of PV rooftop systems
When is a type 1 or a type 2 SPD used?

AC solutions DC solutions

Item no.: 165620

Artikel Nr.: 500600

Item no.: 500401

Item no.: 500101Item no.: 500131
Item no.: 500110Item no.: 500133

Item no.: 500134 
(cable set)

Item no.: 500130
Item no.: 500132
Item no.: 500134 

(cable set)

Type 2 arrester 
Item no.: 500302

Artikel Nr.: 500135

No external lightning protection system present
AC side: type 1 or also type 2
DC side: type 2

AC side: type 1
DC side: type 2

AC side: type 1
DC side: type 1

An external lightning protection system is in place and the  
separation distance to the frame of the PV system is maintained

An external lightning protection system is in place and the separation 
distance to the frame of the PV system is not maintained

Recommendation according to DIN VDE 0100-534: If the power length of an SPD exceeds > 10m, 
an additional SPD should be installed as close as possible to the terminal device to be protected.

Item no.: 500100
Item no.: 500109

Type 2 arrester 
Item no.: 500302

Item no.: 165640

Item no.: 500650

Item no.: 500420

Mini-Generatoranschlusskästen

Diese Ausführung: 2x2, T2, 1100V, MC4

 Gehäuse: 160x160x93

 Schutzart: IP 67

 Ableiter: 2x T2 1100V DC

 MPP-Tracker: 2

 Strings pro MPP: 2

 Ausstattung: 4x MC4 Stecker, 4x MC4 Buchse

 PE Durchgangsklemme: 16mm²

Artikel Artikel-Nr. VE

Mini-GAK 2x2, T1+2, 1100V, MC4 500600 1

Mini-GAK 2x2, T2, 1100V, MC4 500650 1

Zulassungen EN 61643-31: 2019, IEC 61643-31: 2018, 
IEC 61439-2: 2020

Geeignet für Komponenten nach EN 61643-31: 2019, IEC 61643-31: 2018, 
IEC 61439-2: 2020

Bedienung durch Laien ist zulässig gemäß EN 61643-31: 2019, IEC 61643-31: 2018, 
IEC 61439-2: 2020

Allgemeine Daten

Ausführungen
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Änderungen, die der Weiterentwicklung und dem technischen Fortschritt dienen, sind vorbehalten. Für Irrtümer und Druckfehler übernehmen wir keine Haftung!
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Lightning & surge protection | GT 40

GT 40 TT/TNS-7,5kA-SI

2

1

Meter cupboard 
Multipole, compact lightning current arrester  
for the 40mm busbar system | Type 1+2+3 
% Status display green / not green 
% Installation in the pre-metering area 

Item Item no. PU

GT 40 TT/TNS-7,5kA-S 500100 1

GT 40 TT/TNS-7,5kA-B 500102 1

GT 40 TT/TNS-7,5kA-SI 500109 1

Item Item no. PU

GT 40 TT/TNS-12,5kA-B 500103 1

GT 40 TT/TNS-12,5kA-S 500101 1

GT 40 TT/TNS-12,5kA-SI 500110 1

Item Item no. PU

GT 40 TNC-7,5kA-SI 500111 1

GT 40 TNC-12,5kA-S 500107 1

GT 40 TNC-7,5kA-S 500106 1

Item Item no. PU

Cable set for the GT 40 arrester 
with fused voltage tap

500120 1

GTN 40 E feed for the 40mm system 500135 1

APZ connection set 500139 1

For TT-/TNS systems | 7.5kA

For TT-/TNS systems | 12.5kA

For TNC systems | 7.5kA and 12.5kA

Accessories GTN 40

GT 40 | Construction width 47mm

S = voltage tap for APZ field 
SI = fused voltage tap for APZ field 
B =  basic (without voltage tap)
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Lightning & surge protection | GT 40

GTN 40 TT/TNS-7,5kA-SI

Meter field

RFZ: Space for additional devices, APZ: Termination point meter location, SLS: Selective miniature circuit breaker

to APZ

500132

500134

to RfZ

500135

N

L1
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L3

PE
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Meter cupboard 
Multipole, compact lightning current arrester  
for the 40mm busbar system | Type 1+2+3 
% Status display green / not green	 % Plug & Play cable set for APZ and RfZ field 
% Installation in the pre-metering area 	 % Spare fuse included

Item Item no. PU

GTN 40 TT/TNS-7,5kA-B 500130 1

GTN 40 TT/TNS-7,5kA-SI 500132 1

Item Item no. PU

GTN 40 TT/TNS-12,5kA-B 500131 1

GTN 40 TT/TNS-12,5kA-SI 500133 1

Item Item no. PU

GTN 40 cable set for the arrester 
with fused voltage tap

500134 1

GTN 40 E feed-in adapter 500135 1

APZ connection set 500139 1

For TT-/TNS systems | 7.5kA

For TT-/TNS systems | 12.5kA

Accessories GTN 40

50
01

30

GTN 40 | Construction width 36mm
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Lightning & surge protection | GT T1+2

Multipole, pluggable AC lightning current 
combination arrestors  
Type 1+2

Item Item no. PU

GT T1+2, 25kA, 1+0-275-FM-SI, 2 units 500220 1

GT T1+2, N-PE Spark gap 100kA, 0+1, 1 units 500222 1

Wiring rail 6 units, Fork, 16mm² 500223 1

Wiring rail 7 units, Fork, 16mm² 500224 1

Item Item no. PU

GT T1+2, 25kA, 3+1-300-FM, 8 units 500200 1

GT T1+2, 25kA, 3+1-275-FM, 4 units 500213 1

Item Item no. PU

GT T1+2, 25kA, 3+0-300-FM, 6 units 500201 1

GT T1+2, 25kA, 3+0-275-FM, 3 units 500214 1

Item Item no. PU

GT T1+2, 12,5kA, 4+0-300-FM 500231 1

GT T1+2, 12,5kA, 4+0-300-FM-L 500250 1

Item Item no. PU

GT T1+2, 12,5kA, 3+1-300-FM 500230 1

GT T1+2, 12,5kA, 3+1-300-FM-L 500251 1

Item Item no. PU

GT T1+2, 12,5kA, 3+0-300-FM 500232 1

GT T1+2, 12,5kA, 3+0-300-FM-L 500252 1

Item Item no. PU

GT T1+2, 25kA, 1+1-275-FM 500215 1

For the TT-/TNS system | Lightning protection class I and II | 25kA, with integrated fuse

For the TT-/TNS system | Lightning protection class I and II | 25kA

For the TNC system | Lightning protection class I and II | 25kA

For the TNS system | Lightning protection class III and IV | 12,5kA

For the TT-/TNS system | Lightning protection class III and IV | 12,5kA

For the TNC system | Lightning protection class III and IV | 12,5kA

For 1-phasige TN systems | Lightning protection class I and II | 25kA

L = Leakage current (Use in the recount area)
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Lightning & surge protection | GT T2, T2+3, Electromobility

Multipole, pluggable AC surge arresters
Type 2

Item Item no. PU

GT T2, 4+0-300 500300 1

GT T2, 4+0-300-FM 500301 1

Item Item no. PU

GT T2, 3+1-300 500302 1

GT T2, 3+1-300-FM 500303 1

GT T2, 3+1-300-FM-SI 500320 1

Item Item no. PU

GT T2+3, 3+1-275, 2 units 500306 1

GT T2+3, 3+1-275-FM, 2 units 500307 1

Item Item no. PU

GT T2, 3+0-300-FM 500305 1

Item Item no. PU

GT T2, 1+1-300-FM 500310 1

Item Item no. PU

GT T2+3, 1+1-275-FM, 1 unit 500308 1

Item Item no. PU

GT T2-EM, 3+1-300-FM 500315 1

Cable set for GT T2-EM, 3+1-300-FM 500316 1

For the TNS system

For the TT-/TNS system

For the TT-/TNS system

For the TNC system

For 1-phase system

For 1-phase TN systems

Electromobility – Type 2

SI = with fused voltage tap 
FM =  with remote signal contact
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With integrated pre-fuse

Type 2+3 Arrester narrow design
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Lightning & surge protection | PV

Multipole, pluggable arresters
for photovoltaic applications
Type 1+2 | Type 2

Item Item no. PU

PV T1+2, 3 units 1100V-FM 500400 1

PV T1+2, 3 units 1100V 500401 1

PV T1+2, 5 units 1100V 500425 1

Item Item no. PU

PV T2, 3 units 1100V 500420 1

PV T2, 3 units 1100V-FM 500421 1

PV T2, 5 units 1100V 500424 1

Item Item no. PU

PV T1+2, 1500V-FM 500402 1

PV T1+2, 1500V 500403 1

Item Item no. PU

PV T2, 1500V 500422 1

PV T2, 1500V-FM 500423 1

Combined arrester type 1+2, 1100V DC

Surge arrester type 2, 1100V DC

Combined arrester type 1+2, 1500V DC

Surge arrester type 2, 1500V DC
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Lightning & surge protection | GAK

Generator connection box
with transparent cover and pre-assembled cable glands

Item Item no. PU

GAK 1x2, T1+T2, 1MPP, 2 Strings, each MPP 2 in 2 out, 
200x200x132mm, Cable gland

165621 1

GAK 2x2, T1+T2, 2MPP, 4 Strings, each MPP 2 in 2 out,
300x200x132mm, Cable gland

165620 1

Item Item no. PU

*GAK 3x2, T1+T2, 3MPP, 6 Strings, each MPP 2 in 2 out,
400x300x132mm, Cable gland

136113 1

Item Item no. PU

*GAK 4x2, T1+T2, 4MPP, 8 Strings, each MPP 2 in 2 out,
600x300x132mm, Cable gland

136114 1

*GAK 5x2, T1+T2, 5MPP, 10 Strings, each MPP 2 in 2 out,
600x300x132mm, Cable gland

136115 1

Item Item no. PU

*GAK 6x2, T1+T2, 6MPP, 12 Strings, each MPP 2 in 2 out,
600x400x132mm, Cable gland

136116 1

*GAK 9x2, T1+T2, 9MPP, 18 Strings, each MPP 2 in 2 out,
600x400x132mm, Cable gland

136119 1

*GAK 10x2, T1+T2, 10MPP, 20 Strings, each MPP 2 in 2 
out, 600x400x132mm, Cable gland

136120 1

* closed lid

Item Item no. PU

GAK 1x2, T2, 1MPP, 2 Strings, each MPP 2 in 2 out,
200x200x132mm, Cable gland

165639 1

GAK 2x2, T2, 2MPP, 4 Strings, each MPP 2 in 2 out,
300x200x132mm, Cable gland

165640 1

GAK 3x2, T2, 3MPP, 6 String, each MPP 2 in 2 out,
400x300x132mm, Cable gland

165641 1

Generator connection box type 1+2, 1100V DC

Generator connection box type 2, 1100V DC

16
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Lightning & surge protection | GAK

Item Item no. PU

GAK 1x2, T1+T2, 1MPP, 2 Strings, each MPP 2 in 1 out,
200x200x132mm, Cable gland

134050 1

GAK 1x1, T1+T2, 1MPP, 1 String, each MPP 1 in 1 out,
200x200x132mm, Cable gland

134051 1

GAK 1x2, T1+T2, 1MPP, 2 Strings, each MPP 2 in 1 out,
210x210x132mm, Connection MC4

134052 1

GAK 1x1, T1+T2, 1MPP, 1 String, each MPP 1 in 1 out,
210x210x132mm, Connection MC4

134053 1

Item Item no. PU

GAK 2x2, T1+T2, 2MPP, 4 Strings, each MPP 2 in 1 out,
210x210x132mm, Cable gland

134054 1

GAK 2x1, T1+T2, 2MPP, 2 Strings,each MPP 1 in 1 out,
210x210x132mm, Cable gland

134055 1

GAK2x2, T1+T2, 2MPP, 4 Strings, each MPP 2 in 1 out,
210x210x132mm, Connection MC4

134056 1

GAK 2x1, T1+T2, 2MPP, 2 Strings, each MPP 1 in 1 out,
210x210x132mm, Connection MC4

134057 1

Item Item no. PU

GAK 1x2, T2, 1MPP, 2 Strings, each MPP 2 in 1 out,
210x210x132mm, Cable gland

134000 1

GAK 1x1, T2, 1MPP, 1 String, each MPP 1 in 1 out,
210x210x132mm, Cable gland

134001 1

GAK 1x2, T2, 1MPP, 2 Strings, each MPP 2 in 1 out,
210x210x132mm, Connection MC4

134002 1

GAK 1x1, T2, 1MPP, 1 String, each MPP 1 in 1 out,
210x210x132mm, Connection MC4

134003 1

Item Item no. PU

GAK 2x2, T2, 2MPP, 4 Strings, each MPP 2 in 1 out,
210x210x132mm, Cable gland

134004 1

GAK 2x1, T2, 2MPP, 2 Strings, each MPP 1 in 1 out,
210x210x132mm, Cable gland

134005 1

GAK2x2, T2, 2MPP, 4 Strings, each MPP 2 in 1 out,
210x210x132mm, Connection MC4

134006 1

GAK 2x1, T2, 2MPP, 2 Strings, each MPP 1 in 1 out,
210x210x132mm, Connection MC4

134007 1

Item Item no. PU

Mini GAK 2x2, T2, 2MPP, 2 Strings,
each MPP 1 in 1 out,
160x160x93mm, Connection MC4

500650 1

Mini GAK 2x2, T1+T2, 2MPP, 2 Strings,
each MPP 1 in 1 out
160x160x93mm, Connection MC4

500600 1

Generator connection box type 1+2, 1100V DC

Generator connection box type 2, 1100V DC

MC4 mini GAK's, 1100V DC
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Diverter switch (LUS) | Repair switch (RS)

Diverter switch (LUS)

Repair switch (RS)

35
40

63
35

40
64

Item  
3-pole

Thermal rated 
current Ith

Connection  
cross section

Item no. PU

RS, 3-pole, encapsulated 16 A 16 mm2 354016 1

RS, 3-pole, encapsulated 25 A 16 mm2 354025 1

RS, 3-pole, encapsulated 32 A 16 mm2 354032 1

RS, 3-pole, encapsulated 40 A 16 mm2 354040 1

RS, 3-pole, encapsulated 63 A 16 mm2 354063 1

RS, 3-pole, encapsulated 80 A 35 mm2 354080 1

RS, 3-pole, encapsulated 100 A 50 mm2 354010 1

RS, 3-pole, encapsulated 125 A 50 mm2 354012 1

RS, 3-pole, encapsulated 180 A 185 mm2 354018 1

RS, 3-pole, encapsulated 250 A 185 mm2 354027 1

Item  
4-pole

Thermal rated 
current Ith

Connection  
cross section

Item no. PU

RS, 4-pole, encapsulated 16 A 16 mm2 354017 1

RS, 4-pole, encapsulated 25 A 16 mm2 354026 1

RS, 4-pole, encapsulated 32 A 16 mm2 354033 1

RS, 4-pole, encapsulated 40 A 16 mm2 354041 1

RS, 4-pole, encapsulated 63 A 16 mm2 354064 1

RS, 4-pole, encapsulated 80 A 35 mm2 354081 1

RS, 4-pole, encapsulated 100 A 50 mm2 354011 1

RS, 4-pole, encapsulated 125 A 50 mm2 354013 1

RS, 4-pole, encapsulated 180 A 185 mm2 354019 1

RS, 4-pole, encapsulated 250 A 185 mm2 354028 1

3-pole

4-pole

35
60

40

Item  
4-pole

Thermal rated 
current Ith

Rated power 
at 3x400V (AC3)

Rated power 
at 3x400V (AC23)

Connection  
cross section

Item no. PU

LUS, 4-pole 40 A 11 kW 20 kW 25 mm2 353040 1

LUS, 4-pole 63 A 18,5 kW 22,5 kW 25 mm2 353063 1

LUS, 4-pole 80 A 22 kW 30 kW 35 mm2 353080 1

LUS, 4-pole 125 A 37 kW 45 kW 50 mm2 353125 1

Item  
4-pole

Thermal rated 
current Ith

Rated power 
at 3x400V (AC3)

Rated power 
at 3x400V (AC23)

Connection  
cross section

Item no. PU

LUS, 4-pole 40 A 11 kW 20 kW 25 mm² 356040 1

LUS, 4-pole 63 A 18,5 kW 22 kW 16 mm² 356063 1

LUS, 4-pole 80 A 22 kW 30 kW 35 mm² 356080 1

LUS, 4-pole 125 A 37 kW 45 kW 50 mm² 356125 1

LUS, 4-pole 180 A 75 kW 90 kW 185 mm² 356180 1

LUS, 4-pole 250 A 110 kW 132 kW 185 mm² 356250 1

DIN norm distribution (Netz-O-Not) 4-pole

Encapsulated 4-pole

35
30

40
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TYTAN® T | TYTAN® Q | CORON® DUO | Blind cover | Wiring rails 

TYTAN® T

TYTAN® Q

Blind cover

CORON® DUO

Wiring rails

TYTAN® T, 400V~, D0: 2 – 63A, 10 x 38mm: 2 – 32A
Item Item no. PU

TYTAN TF D0 fuse switch disconnector
3-pole, 4 units wide

104213 3

TYTAN TF D0 fuse switch disconnector
3-pole + N, 4 units wide

104215 3

10
42

15

10
42

13

TYTAN® Q 400VAC~, D0: 2 – 63A

Fork wiring rails

Pin wiring rails

Item Item no. PU

TYTAN Q 1-pole + N, 2 units 103315 6

TYTAN Q 3-pole, 4 units 103313 3

TYTAN Q 3-pole + N, 4 units 103316 3

Item Item no. PU

Blind cover for distribution enclosure,  
12 units spaces, gray, 220mm long

111400 50

Blank cover for distribution enclosure,  
12 units spaces, white, 220mm long

111401 50

10
33

15

10
33

13

10
33

16

Item Item no. PU

CORON DUO D0 fuse switch disconnector 1-pole 103301 12

CORON DUO D0 fuse switch disconnector 3-pole 103303 4

CORON DUO D0 fuse switch disconnector 4-pole 103304 3

10
33

03

10
33

01

Item Item no. PU

Fork, 3-pole, 4.pol.FI (N right) + 8xLS, 12 units 111251 10

Fork, 3-pole, 4.pol.FI (N right) + 6xLS, 10 units 111265 10

Fork, 3-pole, 12 units 111243 10

Fork, 3-pole, 9 units 111244 10

Fork, 3-pole, 6 units 111245 10

Touch protection for wiring rails, yellow, 5 units 111249 10

Item Item no. PU

Pin, 3-pole, 4.pol.FI (N right) + 8xLS, 12 units 111250 10

Pin, 3-pole, 4.pol.FI (N right) + 6xLS, 10 units 111264 10

Pin , 3-pole, 12 units 111246 10

Pin , 3-pole, 9 units 111247 10

Pin , 3-pole, 6 units 111248 10

11
12

50
 11

12
51
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Digital measuring devices | P-series electricity meter

P-series electricity meter
with MID certification 
% Digital single-phase alternating current meter up to 40A direct measurement in 1 unit 
% Digital three-phase meter up to 80A Direct measurement in 4 units 
% Digital three-phase meter up to 125A Direct measurement in 6 units 
% Digital three-phase current transformer meter for 5 A / 1 A in 4 units 
% Display: Active and reactive energy, instantaneous active and reactive power (consumption and supply 
% Possible display of all relevant measurement data (UI / II/ PF / F / THD in %) of the individual phases 
% With adjustable transformer ratio (can be changed indefinitely) 
% Double tariff meter T1 / T2 with tariff switching input 
% S0 output for active and reactive energy 
% Optional extension through communication modules: KNX, M-Bus, MOD-Bus, LAN, eVision 
% Accuracy: active energy B (class 1) 
% Made in EU: with EU-wide MID-certification

Item Item no. PU

KE-P40 MID S0 195851 1

KE-P40 MID with M-BUS 195852 1

KE-P40 MID with Modbus 195853 1

Item Item no. PU

KE-P80 MID S0 195831 1

KE-P80 MID M-BUS 195832 1

KE-P80 MID MOD-BUS 195833 1

KE-N125 MID, 6 units construction width 195552 1

Item Item no. PU

KE-P/5 MID S0 195841 1

KE-P/5 MID M-BUS 195842 1

KE-P/5 MID MOD-BUS 195843 1

Item Item no. PU

M-Bus Modul 195580 1

MOD-Bus Modul 195581 1

LAN-Modul 195582 1

KNX-Modul 195583 1

eVision module with embedded web app 195586 1

Alternating current meter

Direct current meter

Transformer meter

Communication modules

19
55

83
19

55
86

19
58

31
19

58
41

19
58

52
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Plug-in meter terminal | ADOCK® 63A

ADOCK® 
Plug-in meter terminal 63A
For the quick and safe replacement of electronic electricity meters. 
% For electricity meters to DIN 43857 with 3-point mounting 
% Powerless meter installation with time savings of up to 80% 
% Uninterrupted meter replacement for high flexibility and customer satisfaction 
% Simple locking function and sealing 
% Counter pins in the magazine as a mounting aid for quick and contactless mounting 
% Compact design with universal screws for easy installation 
% Optional TRE connection terminals for ripple control receivers 
% Universal terminal screws for Phillips, slotted and Torx bit inserts 
 
Accessories: 
% ADOCK system pins: highly conductive E-alloy, silver-plated in the magazine 
% ADOCK bracket: for effortless and uninterrupted meter replacement 
% ADOCK cover: for securely covering and sealing the terminal

Item Item no. PU

Plug-in meter terminal 63A 101021 1

Plug-in meter terminal 63A with TRE connection 
terminals

101022 1

Plug-in meter terminal 63A in set with system pins 
(40mm) in magazine

101021-M 1

Plug-in meter terminal 63A with TRE connection 
terminals in set with system pins (40mm) in magazine

101022-M 1

AC plug-in meter terminal 101002 1

System pins Item no. PU

System pins 40mm in magazine 101011 1

System pins 44mm in magazine 101011-44 1

Bracket Item no. PU

Three-phase ADOCK bracket, 4-pole (3P+N), 400V AC 101008 1

Delivery only to energy suppliers/ municipal and public utilities/ metering point 
operators.

Cover Item no. PU

Cover for three-phase plug-in meter terminal 101025 2

Plug-in meter terminal 63A

Accessories – Plug-in meter terminal 63A

10
10

21
10

10
11

10
10

08
10

10
25
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Plug-in meter terminal | ADOCK® 100A

10
10

08

ADOCK® 
Plug-in meter terminal 100A
For the quick and safe replacement of electronic electricity meters. 
% For electricity meters to DIN 43857 with 3-point mounting 
% Powerless meter installation with time savings of up to 80% 
% Uninterrupted meter replacement for high flexibility and customer satisfaction 
% Simple locking function and sealing 
% Counter pins in the magazine as a mounting aid for quick and contactless mounting 
% Compact design with universal screws for easy installation 
% Optional TRE connection terminals for ripple control receivers 
% Universal terminal screws for Phillips, slotted and Torx bit inserts 
 
Accessories: 
% ADOCK system pins: highly conductive E-alloy, silver-plated in the magazine 
% ADOCK bracket: for effortless and uninterrupted meter replacement 
% ADOCK cover: for securely covering and sealing the terminal

Item Item no. PU

Plug-in meter terminal 100A in a set with system pins 
in a magazine

101026-M 1

Plug-in meter terminal 100A with TRE connection 
terminals in a set with system pins in the magazine

101027-M 1

Plug-in meter terminal 100A incl. mounted system pins 101026-S n.a.

Plug-in meter terminal 100A with TRE connection 
terminals incl. mounted system pins

101027-S n.a.

System pins Item no. PU

System pins 40mm in magazine (D=6.2mm) 101030 1

Bracket Item no. PU

Three-phase ADOCK bracket, 4-pole (3P+N), 400V AC 101008 1

Delivery only to energy suppliers/ municipal and public utilities/ metering point 
operators.

Cover Item no. PU

Cover for three-phase plug-in meter terminal 101014 2

Plug-in meter terminal 100A

Accessories – Plug-in meter terminal 100A

10
10

26
10

10
30

10
10
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Safety solar switch (FWS)

Item Item no. PU

FWS 2MPP, SPD T1+2, 300x400x132mm, MC4 134112 1

FWS 3MPP, SPD T1+2, 300x400x132mm, MC4 134113 1

FWS 4MPP, SPD T1+2, 400x400x132mm, MC4 134114 1

FWS 6MPP, SPD T1+2, 400x600x132mm, MC4 134116 1

MC4 connectors

Item Item no. PU

FWS 2MPP, SPD T1+2, 300x400x132mm 134122 1

FWS 3MPP, SPD T1+2, 300x400x132mm 134123 1

FWS 4MPP, SPD T1+2, 400x400x132mm 134124 1

FWS 6MPP, SPD T1+2, 400x600x132mm 134126 1

Cable glands

BRAND 
NEW

Safety solar switch (FWS)

13
41

12

13
42

03

13
42

10

13
42

11
13

41
24

Item Item no. PU

Signalisation unit for 1 FWS 134201 1

Signalisation unit for 2 FWS 134202 1

Signalisation unit for 3 FWS 134203 1

Emergency stop switch with protective collar in housing 134210 1

Emergency Stop Switch 230V/AC 6A, 1 NC/1 NO, IP44 134211 1

Accessories for Safety solar switch

% 2in 1out per MPP 
% Integrated DC combined arrester Type 1+2 with remote signaling contact 
% Motor-driven switching on and off (No reset required in the enclosure for reactivation) 
% Disconnection via externally located emergency stop switch 
% Optional signaling unit available

Function Description:  
The DC load disconnector isolates the DC load side in the event of a failure of the 230V power supply of the 
fire switch. This condition can be triggered by a power outage or the intentional activation of the emergency 
stop switch. 
Once the 230V voltage is restored, either by resetting the emergency stop switch or by the return of the 
mains voltage, the network stability is checked and the connection is automatically reestablished after  
a brief delay. 
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NH strip-type fuse switch disconnector 800V

Item Item no. PU

NH 00 VSD-PV, 160A, 3-pole, clip terminal clamps
4-70mm² / screw M8

208080-800 1

NH 00 VSD-PV, 160A, 3-pole, V terminal 208081-800 1

Item Item no. PU

NH2 VSD2-PV, 200A, 3-pole, connection screw M12 208250-800 1

NH2 VSD2-PV, 200A, 3-pole, V terminals 208290-800 1

Item Item no. PU

NH 3 VSD3-PV, 400A, 3-pole, connection screw M12 208350-800 1

NH 3 VSD3-PV, 400A, 3-pole, V terminals 208390-800 1

NH strip-type fuse switch disconnector 800V
for mounting on busbar systems 100mm / 185mm 
% Park position of the switch cover, even with NH fuse inserts fitted  
% Optionally with fuse monitoring or integrated transformers (Class 0.5)

NH 00 VSD00-PV/185mm, 3-pole, 80A/800V AC

NH 2 VSD2-PV, 3-pole, 200A/800V AC

NH 3 VSD3-PV, 3-pole, 400A/800V AC

→ Also available: 800V fuses

20
82

50
-8

00

In addition to current datasheets and operating manuals, you will find  
product news and many interesting updates such as trade show dates and more.  
Of course, you can also conveniently subscribe to our newsletter free of charge. 
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